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§112.43-15 Emergency lighting feed-
ers.

For a vessel with fire bulkheads
forming fire zones, at least one emer-
gency lighting feeder must supply only
the emergency lights between two ad-
jacent main vertical fire zone bulk-
heads. The emergency lighting feeder
must be separated as widely as prac-
ticable from any general lighting feed-
er supplying the same space.

[CGD 74-125A, 47 FR 15267, Apr. 8, 1982, as
amended by CGD 94-108, 61 FR 28287, June 4,
1996]

Subpart 112.45—Visible Indicators

§112.45-1 Visible indicators.

There must be visible indicators in
the machinery space to show;

(a) When an emergency battery is
discharging; and

(b) When the automatically con-
trolled emergency power source is sup-
plying the emergency loads.

Subpart 112.50—Emergency Die-
sel and Gas Turbine Engine
Driven Generator Sets

§112.50-1 General.

(a) The prime mover of a generator
set must have:

(1) All accessories necessary for oper-
ation and protection of the prime
mover; and

(2) A self-contained cooling system of
a size that ensures continuous oper-
ation with 100 degrees F (37 degrees C)
air.

(b) The fuel used must have a
flashpoint of not less than 110 degrees
F (43 degrees C).

(¢c) The room that has the generator
set must have intake and exhaust
ducts to supply adequate cooling air.

(d) The generator set must be capable
of carrying its full rated load within 45
seconds after cranking is started with
the intake air, room ambient tempera-
ture, and starting equipment at O°C.
The generator’s prime mover must not
have a starting aid to meet this re-
quirement, except that a
thermostatically-controlled electric
water-jacket heater connected to the
final emergency bus is permitted.

§112.50-3

(e) The generator set must start by
hydraulic, compressed air, or electrical
means.

(f) The generator set must maintain
proper lubrication when inclined to the
angles specified in §112.05-5(c), and
must be arranged so that it does not
spill oil under a vessel roll of 30 degrees
to each side of the vertical.

(g) The generator set must shut down
automatically upon loss of lubricating
oil pressure, overspeed, or operation of
a fixed fire extinguishing system in the
emergency generator room (see §111.12—
1(b) for detailed overspeed trip require-
ments).

(h) If the prime mover is a diesel en-
gine, there must be an audible alarm
that sounds on low o0il pressure and
high cooling water temperature.

(i) If the prime mover is a gas tur-
bine, it must meet the shutdown and
alarm requirements in §58.10-15(f) of
this chapter.

(j) An independent fuel supply must
be provided for the prime mover.

(k) Each emergency generator that is
arranged to be automatically started
must be equipped with a starting de-
vice with an energy-storage capability
of at least six consecutive starts. A
second, separate source of starting en-
ergy may provide three of the required
six starts. If a second source is pro-
vided, the system need only provide
three consecutive starts.

[CGD 74-125A, 47 FR 15267, Apr. 8, 1982, as
amended by CGD 94-108, 61 FR 28287, June 4,
1996; USCG-2004-18884, 69 FR 58348, Sept. 30,
2004]

§112.50-3 Hydraulic starting.

A hydraulic starting system must
meet the following:

(a) The hydraulic starting system
must be a self-contained system that
provides the cranking torque and en-
gine starting RPM recommended by
the engine manufacturer. The hydrau-
lic starting system must be capable of
six consecutive starts, unless a second,
separate source of starting energy ca-
pable of three consecutive starts is pro-
vided. A second, separate source of
starting energy may provide three of
the required six starts. If a second
source is provided, the hydraulic sys-
tem need only provide three consecu-
tive starts.
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